
08 IMPREZA FRONT STRUT BAR
080108

Thank you for purchasing the PERRIN front strut bar. Only persons experienced in the installation and proper operation of suspension systems should
perform installation of these parts.   Please read through all the instructions before performing the installation.

SPECIAL NOTES:
¥ Make sure to leave pinch bolts loose while installing bar, as this will aid in installation and allow bar to twist.
¥ Leave vehicle on the ground during installation.
¥ Bar can slide in and out of feet slightly.  If bar doesnÕt look aligned after installation is complete, loosen all nuts and bolts, and readjust.

Parts Included with the PERRIN Front Strut Bar:
¥ (1) Pair of left and right feet for 08 WRX/STI
¥ (1) 08 WRX/STI Cross bar
¥ (2) M6x25mm socket cap bolts
¥ (2) logo plates
¥ (5) Zip ties

Checked By_________________

Strut Bar INSTRUCTIONS:
1) Remove OEM strut top nuts using a 12mm socket.
2) Install feet onto passenger side of bar, leaving pinch bolt loose.
3) Slide bar behind small wire harness on drivers side, next to shock tower.

4) Slide drivers side foot onto bar, making sure to leave pinch bolt loose.
5) Strut bar fits slightly under firewall deck.  Some rotation of feet is necessary in order to line up with strut tops. Take time in rotating feet to

proper orientation, as this will make for future removal much easier. Note: Some of the powder coat will come off while sliding on, this is
normal and will not hurt the part.

6) Once bar is fitted over strut tops, tighten OEM strut top nuts removed earlier to 14ft-lbs.
7) Tighten M6 socket cap screw to 100in-lbs.
8) Double check tightness of all hardware and clearances around other components.

PERRIN Performance Highly Recommends These Complimentary Products:
¥ PERRIN PSRS system
¥ PERRIN Front and Rear swaybars 22mm or 25mm
¥ PERRIN Front and Rear Endlink kit

For questions & comments please contact
Tech@PERRINperformance. com

503-693-1702
 AIM contact ALTAPERRINSALES


